
  Bomb Ripple Release Planner

Intervlometer Setting (msec)

Pattern Length (ft.)

Number of Bombs

Release Airspeed (KTAS)

Release Dive Angle (deg.)

Impact Spacing Factor (from chart)

Impact Spacing (ft.)

Release Altitude of Last Bomb (ft.)

Release Altitude (ft.)

Compute an Intervalometer Setting for a desired Pattern Length.

Compute Pattern Length for a desired Intervalometer Setting.

               Pattern Length (ft.)

Impact Spacing (ft.)

Release Altitude of Last Bomb (ft.)

Impact Spacing Factor (from chart)

Release Altitude (ft.)

Release Dive Angle (deg.)

Release Airspeed (KTAS)

Number of Bombs

Intervalometer Setting (msec)

Rob "Bunyap" McCray
bunyap@tularosa.net
www.bunyap2w1.com

Computes intervalometer setting, pattern length, impact spacing, and release
altitude of last bomb for low and high drag deliveries.










  Bomb Ripple Release Planner
         
Compute an Intervalometer Setting for a desired Pattern Length.
Compute Pattern Length for a desired Intervalometer Setting.
Rob "Bunyap" McCray
bunyap@tularosa.net
www.bunyap2w1.com
Computes intervalometer setting, pattern length, impact spacing, and release altitude of last bomb for low and high drag deliveries.
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